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METAL PROPERTIES
. E Modulus of Elasticity 10100 psi
(Young Modulus)
. L Deflection Criteria of Aluminum Panel L/180(may vary by product)
Offered by QCF  3'Xlength 4 Xlength 5 Xlength Flatness Differential Fire Rated Max Dim Joint Type .Joint Sizes Finishes Opts. Best Orient.

QCs50 (1) YES L/ 240 L /180 L{120 2 x allow able code BS 476 Class A none 4'x 16" Varies Varies Zinc/SS/Alum | Vert / Horizt|
Qcio0 YES L /240 L /180 L/120 2 x allow able code BS 476 Class A none 5'x 200 Labrinth i Zinc/Alum Vertical
QC200 YES L/240 L /180 L/120 2 xallow able code | BS 476 Class A none 5'x20" | Shiplap 12" Zinc/Alum Vert / Horlzt!
QCc300 YES L/240 L/180 L/120 2 x allow able code |NFPA 285 Class A | Certified | 5 x20' Open 3i8" Zinc/Alum Vert / Horizt!
QC 8l (Plate) YES L/180 L/120 L/60 Minimum Code All Alum. Const. - 5x20' | Shiplap 172" Zinc/Alum Vert { Horizt!
ACM - Plastic Core NO L1180 L/120 L /&0 Minimum Code MNon - approved Varies 4" x 14 4'x 14' varies Zinc/SS/Alum | Vert / Horizt|
Storefront Mullions NO L/120 L/120 L/120 Varies Varies MN/A MIA NIA Zinc/SSIAlum NIA
*Standard Panel Code Minimum = L / 60 @ 50psf, figures based on 50psf

NOTE:
WALLS, WINDOW SYSTEMS, WATERPROOFING, INSULATION, SEALANT, FLASHING, ANCHORS, & FASTENERS SHOWN FOR CONTEXT AND ILLUSTRATION PURPOSES ONLY.

THESE COMPONENTS ARE NOT PROVIDED BY QC FACADES THEY ARE TO BE COORDINATED & SUPPLIED BY THE INSTALLER OR OTHER RELEVANT TRADES.

PLEASE CONSULT THE RELEVANT EXPERT ABOUT ALL COMPONENTS OUTSIDE OF QC FACADES SYSTEM'S SCOPE.

THIS DRAWING IS COPYRIGHT AND SHOULD NOT BE USED OR REPRODUCED FOR ANY PURPOSE OTHER THAN FOR WHICH IT IS SUPPLIED, WITHOUT WRITTEN CONSENT FROM
QC FACADES. DRAWINGS ARE NOT TO SCALE. DETAILS PROVIDED FOR TYPICAL CONDITIONS ONLY AND ACTUAL PROJECT REQUIREMENTS MAY VARY. ©2016 QC FACADES
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WALLS, WINDOW SYSTEMS, WATERPROOFING, INSULATION, SEALANT, FLASHING, ANCHORS, & FASTENERS SHOWN FOR CONTEXT AND ILLUSTRATION PURPOSES ONLY.
THESE COMPONENTS ARE NOT PROVIDED BY QC FACADES THEY ARE TO BE COORDINATED & SUPPLIED BY THE INSTALLER OR OTHER RELEVANT TRADES.
PLEASE CONSULT THE RELEVANT EXPERT ABOUT ALL COMPONENTS OUTSIDE OF QC FACADES SYSTEM'S SCOPE.

THIS DRAWING IS COPYRIGHT AND SHOULD NOT BE USED OR REPRODUCED FOR ANY PURPOSE OTHER THAN FOR WHICH IT IS SUPPLIED, WITHOUT WRITTEN CONSENT FROM
QC FACADES. DRAWINGS ARE NOT TO SCALE. DETAILS PROVIDED FOR TYPICAL CONDITIONS ONLY AND ACTUAL PROJECT REQUIREMENTS MAY VARY. ©2016 QC FACADES

QC Facades 2007 South 1300 East ~ Salt Lake City UT 84105 P 877-994-6246  www.QCfacades.com



QCfacades i v

ramscreen solutions

QUADROCLAD METAL FACADE PANELS

OUR METAL FACADES FEATURE LIGHTWEIGHT SKINS
FUSED TO AN EXPANDED HONEYCOMB CORE OF
ALUMINUM FOR EXTREME STRENGTH AND FLATNESS IN
SIZES UP TO UP 1500MM(4.9FT) WIDE AND 4875MM(16FT)
LONG. OUR SYSTEM OFFERS SPECIALTY SHAPES AND

CURVES, AS WELL AS A WIDE RANGE OF COLORS. PANEL FIXING LAYOUT
1= PRE-COATED AND ROLL FORMED ALUMINUM *NOTE: PANELS ARE TO BE FIXED IN TOP
2 = ADHESIVE FILE LEFT CORNER

3 = ALUMINUM HONEYCOMB
4 = ADHESIVE FILE
5 = PRE-COATED ALUMINUM INTERNAL SKIN

SELF-DRILLING SCREWS — DRILLING CAPACITY
(COMBINED MATERIAL THICKNESS)

J
g

400

31
300" iyl

2100
200

A75°
1507

A10°

COMBINED MATERIAL THICKNESS

062"

L1 000"
PAAVENER ‘w1z | vam w0 | w2z |10 u|2]1;ﬂ nz | 14"
DRILL

PANEL WALL PLACEMENT DRILLING CAPACITY

NOTE:
WALLS, WINDOW SYSTEMS, WATERPROOFING, INSULATION, SEALANT, FLASHING, ANCHORS, & FASTENERS SHOWN FOR CONTEXT AND ILLUSTRATION PURPOSES ONLY.

THESE COMPONENTS ARE NOT PROVIDED BY QC FACADES THEY ARE TO BE COORDINATED & SUPPLIED BY THE INSTALLER OR OTHER RELEVANT TRADES.
PLEASE CONSULT THE RELEVANT EXPERT ABOUT ALL COMPONENTS OUTSIDE OF QC FACADES SYSTEM'S SCOPE.
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WALLS, WINDOW SYSTEMS, WATERPROOFING, INSULATION, SEALANT, FLASHING, ANCHORS, & FASTENERS SHOWN FOR CONTEXT AND ILLUSTRATION PURPOSES ONLY.
THESE COMPONENTS ARE NOT PROVIDED BY QC FACADES THEY ARE TO BE COORDINATED & SUPPLIED BY THE INSTALLER OR OTHER RELEVANT TRADES.
PLEASE CONSULT THE RELEVANT EXPERT ABOUT ALL COMPONENTS OUTSIDE OF QC FACADES SYSTEM'S SCOPE.

THIS DRAWING IS COPYRIGHT AND SHOULD NOT BE USED OR REPRODUCED FOR ANY PURPOSE OTHER THAN FOR WHICH IT IS SUPPLIED, WITHOUT WRITTEN CONSENT FROM
QC FACADES. DRAWINGS ARE NOT TO SCALE. DETAILS PROVIDED FOR TYPICAL CONDITIONS ONLY AND ACTUAL PROJECT REQUIREMENTS MAY VARY. ©2016 QC FACADES

QC Facades 2007 South 1300 East ~ Salt Lake City UT 84105

P 877-994-6246

www.QCfacades.com



QCfac

ades

rainscreen solutions

.5, DISTRIBUTOR

HunterDouglas
FAGADES

@ BOTTOM OF WALL

AIR GAP

EXTERIOR INSULATION OTHERS
FRAMING BY OTHERS

SHEATHING BY OTHERS
QC50 PANEL

FASTENERS BY OTHERS
ALUMINUM "Z" PROFILE

Z-CLIP HIDDEN SUPPORT SYSTEM
PROVIDED CONTRACT TO INSTALL

15016° L

e Bl
FLASHING COVER BY OTHERS —* /

(E) WINDOW HEAD

a

EXTERIOR INSULATION OTHERS

FRAMING BY OTHERS

SHEATHING BY OTHERS
QC 50 PANEL

AIR GAP

FASTENERS BY OTHERS

ALUMINUM "Z" SUB GIRT

Z-CLIP HIDDEN SUPPORT SYSTEM
PROVIDED CONTRACT TO INSTALL

itj

FLASHING COVER BY OTHERS = —

(F) WINDOW JAMB

NOTE:

FRAMING BY OTHERS

SHEATHING BY OTHERS
FASTENERS BY OTHERS

ALUMINUM "Z" PROFILE
HAT CHANNEL

OPTIONAL FLASHING BACKER
ON FACE OF "Z" ANGLE

Z-CLIP HIDDEN SUPPORT SYSTEM

PROVIDED, CONTRACTOR TO INSTALL

QC 50 PANEL
FLASHING COVER BY OTHERS

=

VARIES

IS 7/15‘{

1

AV ac

WALLS, WINDOW SYSTEMS, WATERPROOFING, INSULATION, SEALANT, FLASHING, ANCHORS, & FASTENERS SHOWN FOR CONTEXT AND ILLUSTRATION PURPOSES ONLY.
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